


Profile at top 
and bottom only

Light boxes - suspended
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XtraLite

Cold cathode light boxes 

Only 25mm thick

Use XtraLite in windows and interiors.  Ideal for exhibition
stands, reception areas and information centres.
Standard XtraLite:
- T5 tubes. Aperture lamps with an average lamp life of 9,000 hours 
- supplied with cables or rods, transformer, power connectors and
isolators

Item Code: Size: Price £:
DCA3-DC A3 single sided, landscape/portrait 159.50

supplied with PO2 supports

DCDA3-DC A3 double sided, landscape/portrait 203.50
supplied with PO2 supports

DCA2-DC A2 single sided, landscape/portrait 357.00

* See website for current prices and latest products

Up to100,000 hrsLED Life

Item Code: Size: Fixing Price £:

KXLA1LEDC    A1 Cables: 4m floor/ceiling 633.95
KXLA1LEDR    A1 Rods: 3m floor/ceiling 662.69
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- sales can be
increased by up to
317% when you
install a moving
display

- give your
customers twice the
information in one
display - keep their
interest for longer

- ideal for estate
agents, window
displays and
information centres

...movement increases sales!

Moving
displays
Moving

displays
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Moving displays
E-motion

For 1.5mm cables:
Item Code: Size: Price £:
KEMA4/44C 16 x A4 pockets 1161.20
KEMA4/45C 20 x A4 pockets 1431.20

E-motion is available with a choice of 3 types of blades:  
pocket blades to take A4 information; poster blades to take 2 cut
posters back to back; product panels with 100m deep shelves for 
displaying items.
- delay from 3 to 20 seconds
- period of delay can be easily
adjusted 
- installation must be carried out
by a qualified installer

- units supplied with power
connectors, transformer,
top/bottom cable/rod fittings and
supports.  The cable units are
supplied with 4m cables, the rod
units with 3m rods.  Longer 
lengths can be supplied on request

Pocket blades
- large acrylic clear panels
supplied with double sided A4
pockets
- information is easy to change
- panel width 215mm
- 4 pockets per blade
- overall height 1500mm
- 16 pocket unit 988mm
cable/rod centres
- 20 pocket unit 1210mm
cable/rod centres

For 6mm rods:
Item Code: Size: Price £:
KEMA4/44R 16 x A4 pockets 1200.00
KEMA4/45R 20 x A4 pockets 1470.00

Poster blades
- takes 2 cut posters back to
back, giving a double image
- available in A1 and AO sizes
- 6 blades per unit

A1
Item Code: For cables/rods Price £:
KEMA1/C For 1.5mm cable 1300.20
KEMA1/R For 6mm rod 1339.00

A1:
- overall height 1040mm
- poster strip size 840mm x
100mm
- 760mm cable/rod centres

A0
Item Code: For cables/rods Price £:
KEMA0/C For 1.5mm cable 1378.20
KEMA0/R For 6mm rod 1417.00

A0:
- overall height 1400mm
- poster strip size 1200mm x
140mm
- 1000mm cable/rod centres

Enhance your merchandise and sales message with customised units
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New Digital Display
System is highly compact
and economical, which
means small as well as
large companies can
benefit from the
advantages of digital
media.

Digital Displays are the
solution if you want to:
• Present jpeg images,
mpeg video and sound 
• Increase awareness that
will increase sales
• Update your display
instantly without expensive
print costs
• Grab the attention of
passers-by with strong
sales messages 

Incorporate movement into your displays 
and watch sales soar!

Digital
displays

Where can Digital
Display be used?
Shop windows
Exhibition stands
Showrooms
Museums
Offices
Banks
Point of Sale
Airports

Incredibly easy to use 
• Ultra slim - only 53 mm
in depth 
• Uses compact flash card
media which can be
changed in seconds
• Extra bright - can be
viewed from any angle

Increase the impact of
any display by adding
sound and moving
images!  Research shows
sales can increase by up
to 317% (source POPAI).
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Digital displays - kits

Single digital screen kit

Single cold cathode light box kits

Digital screen
- all kits are supplied with a
demo compact flash card and
instruction manual
- depth 53mm, 17” wide
screen

Item Code: Description: Price £:
KDCA3R-DC Single sided 358.20
KDCA3R-D-DC Double sided 402.20

-  single sided or double sided
light box kits
- supplied with 6mm rods and
transformer

Cold cathode light box
- only 25mm deep 
- single and double sided options 
- poster size 420mm x 297mm
- incredibly bright approx 

2,000 lux levels

Kits are supplied with 6mm rods with a 3m drop, transformer
and power connectors.  Width of display 544mm.   Installation
must be carried out by a qualified installer.

Units are supplied with a range of guarantees - select the
level of service that meets your requirements.

Item Code: Price £:
KDA3R-DC 1053.00

- supplied with 6mm rod and
transformer

Combined digital screen/light box kit
-  kit comprising one single sided
digital screen plus one single or
double sided light box
- supplied with 6mm rods and
transformer

Code: Description: Price £:
KD1-DC With single sided 1235.90

light box
KD1-D-DC With double sided 1279.90

light box

Multiple and combination kits

3 cold cathode light boxes
- supplied with 6mm rods and
transformer

Code: Description: Price £:
KD2R-DC 3 x single sided 724.00

light boxes
KD2R-D-DC 3 x double sided 856.00

light boxes

1 digital screen, 1 cold
cathode light box & 1
double A4 acrylic pocket
- supplied with 6mm rods and
transformer

Code: Description: Price £:
KD3-DC Includes 1 single  1269.55

sided light box, 1 digital screen 
& 1 double A4 pocket

KD3-D-DC Includes 1 double 1313.90
sided light box, 1 digital screen 
& 1 double A4 pocket

1 digital screen plus 2
cold cathode light boxes 
- supplied with 6mm rods and
transformer

Code: Description: Price £:
KD4-DC Includes 2 single  1418.80

sided light boxes & 
1 digital screen

KD4-D-DC Includes 2 double  1506.80
sided light boxes & 
1 digital screen

1 digital screen on
freestanding InfoPost
- 1500mm high InfoPost with
circular base
- supplied with electronic
transformer and 2m cable and 
3 pin plug

Code: Description: Price £:
IPD Digital screen on infopost 1055.00
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27” Digital Screen and matching light box kit

Item Code: Size: Price £:
KDA2R-DC 1 x 27” Digital Screen on rods 1907.00
KD6-DC 1 x Single Sided Light Box on rods 623.50
KD7-DC 1 x Digital Screen and 1 x Single Sided Light Box on rods 2287.90
KD8-DC 3 x Single Sided Light Boxes on rods 1385.30
KD9-DC 1 x Digital Screen, 2 x Single Sided light Boxes on rods 2668.80

- supplied with 3m drop of rod, transformer, power connectors, isolators
and operating manual.

Upload files onto CF card using either a reader/writer or a USB Stick.
Alternatively use as a display monitor linking back to a computer via a
VGA port.
The unit will display jpegs or mpeg 1 or 2 from the compact flash card.
When used as a monitor connected via the VGA port it will display your
computer screen.

Technical Digital Screen Light Boxes
Specification DA3-17W-DC LB127W DCA3-DC DCA2-DC

Digital Screen Size 17” 27”

Viewing Ratio 16.9 16.9

Pixel Pitch 0.289 x 0.289 0.145 x 0.436

Max. Resolution 1280 x 768 1366 x 768

Colour 16.2M 16.7M

Contrast 800:1 1200:1

Response Time (Tr/Ff) (ms) 15/20 6/5

Viewing Angle 170°/170° 176° /176°

Video System NTSC/PAL NTSC/PAL

Backlight 4CCFL 4CCFL

Speaker 2W x 2 5W x 2

Input - for fast file USB2.0 USB2.0, VGA 
up/download from PC analogue 15 pin

Audio Output Yes Yes

Storage Device CF type 1/11 CF type 1/11

OSD Yes Yes

Function Keys Yes Yes

CF Security Yes Yes

Video In/Out Yes Yes

Vesa Mount 100mm 100/200mm

Changeable Graphics Removable Magnetic Panel

Graphic Formats Backlits, transparencies,
90gsm paper

Poster Size 420 x 297 670 x 420

Viewing Area 418 x 296 645 x 392

Backlight Lamp Rating 50,000 hrs

Brightness 450cd sq 500 cd sq 2000 lux 2400 lux

Power consumption 60 Watt 120 Watt 20 Watt 30 Watt

Power Supply 12V-DC 24V-DC 12V-DC 24V-DC

Operating Temperature 0° - 60°C

Humidity 5% - 95%

Dimensions (W x H x D) 520x400x56 774x520x75 520x400x25 774x520x35

Net Weight (kg) 4.7 9.0 1.6 Single   4.5
2.0 Double
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Digital displays

- ultra slim 53mm depth screen which simply clips onto the rod system
- 17” and 27” wide LCD Screen
- Add rods or VESA mount (standard or sideways)
- all the unit needs to run is a memory card with data downloaded
directly from a digital camera or PC
- you can install jpeg images, mpeg video and sound files 
- to load the digital screen you will need a USB card reader and a
compact flash memory card.  

Item Code: Size: Price £:
DA3-17W-DC A3 17” LCD Digital Screen (60 watts/12 volt) 838.00

supplied with PO2-M4 supports and a compact demo card
See website for current prices

D27W-DC 27” LCD Digital Screen 1641.00
supplied with PO2-M4 supports and a compact flash card

Cold cathode light boxes - suspendedOnly 25mm thick
- 

Transformers
-  single-circuit transformers, supplied with 2m input lead and 1m 
output lead.  
- provides protection against overheating, overloading and short-circuits

Item Code: Spec Size: W x D x H in mm Price £:

LT13.8-25 200 VA rods only 270 x 160 x 120 121.00

LT192-24DC 192 VA rods only 200 x 60 x 120 172.00

PSU-192-24DC 192 VA standalone 200 x 60 x 120 155.00

PSU-UK3 60 VA standalone 110 x 64 x 32 36.00

Ordering checklist:
1. Rods for lightboxes and digital screens
2. VESA mounts for digital screens when mounting directly to the wall
or suspending from ceiling poles
3. Select suitable transformer from list above
4. Power connectors (p59)
5. Four supports per unit (p33 - rods)
6. Isolators (p59)
7. Spare compact flash card or USB stick (from local supplier)
8. Software - discuss with client what software they will use to
update system.  Recommend DVD pix player for the non-professional
- full details on request
9. Guarantee level required - e.g. return to base or full service level.
Needs to be agreed at point of order

Important fitting information:

- Digital screens should only be installed onto 6mm rod systems

- Cold cathode light boxes can be installed onto 6mm rods maximum
200 watts

- All power supply is DC

- 17” Screen rated at 60 watts /12 volt

- 27” Screen rated at 120 watts /24 volts

- A3 Light box rated at 20 watts /12 volt

- 670 x 420 Light box rated at 30 watts /24 volt

Mix and match the units by adding the accumulated watts and
providing the figure is under the maximum system wattage then you
can install the units.

Totally unique digital screens and cold cathode light boxes powered via the low-voltage rod system

Digital Screens 17” and 27”

Use on their own as an illuminated header with acrylic pockets
underneath, a bank of three units one under the other, or as part of a
display with the digital screen.  
- Completely even spread of light which eliminates shadows
- Invisible power supply, no ugly power cables
- Use standard paper posters up to 90 gsm or inkjet prints 
- Units are very light weight
- Incredibly bright approx 2,000 lux levels
- Single or double sided options
- 17” poster size - 420mm x 297mm, viewing area 418mm x 296mm
- 27” poster size - 670mm x 420mm, viewing area 645mm x 390mm

Item Code: Size: Price £:
DCA3-DC A3 single sided, landscape/portrait (20 watts/12 volt) 159.50

supplied with PO2-M4 supports

DCDA3-DC A3 double sided, landscape/portrait (20 watts/12 volt) 203.50
supplied with PO2-M4 supports

DCA2-DC 670 x 420 single sided  (30 watts/24 DC) 357.50
See website for current prices
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Promotional material
Samples

- 1.5mm cable supplied with
top/bottom fittings.
- length 1 metre
- fittings: CG01, CG02, CG03/PC,
CG04, CG06, CG09, CG11,
CS01/BR, CS13

Sample snake

Increase your sales by using samples which enable you to show the quality and design
of the product.  Remember - once your client sees and touches the product they
normally purchase, as they are so delighted with the quality and design.  The samples
have been vastly reduced in price and are NOT subject to any discounts.

Sample frame
- complete frame ideal for
dropping in your briefcase
- extensive range
of cable and rod
samples with a 
1/3 A4 acrylic
pocket
- size 430mm wide
x  310mm high

Item Code: Price £:

CSC 35.00

Item Code: Price £:

CSF 100.10

Sample 3mm rod
- 3mm rod (100mm length)
supplied with REC end cap and a
CG03 support

Freestyle sample frame
- supplied with quick fit cables
and a business card holder
supported with CG03 supports

Item Code: Price £:

SFS 49.97

Item Code: Price £:

RB1-S 5.25

Sample cases
Order a case and we will give you
a credit on your account against
your next order - £50 credit for
the large case and £25 credit for
small case (valid on orders over
£200). 

Small
- small lightweight blue plastic
case with cables/rods and wall
mounted supports
- 350mm w x 300mm h x 65mm d
Large:
Large heavy duty black plastic case
with a comprehensive range of
cable/rod fittings, plus low voltage
lighting sample
- 390mm w x 290mm h x 135mm d

Brochures

Order additional full colour brochures to help with your marketing -
available in non-branded formats, blank for you to add your address
details
- see back cover for brochure contents
- first 10 FREE!

Item Code: Brochure: No. of pages No in pack: Price £:

FSB6/BLK Freestyle brochure 6 100 24.00
EMB6/BLK E-motion brochure 6 100 24.00
WDB/BLK 37 ways... 32 100 47.50
CB/BLK Display Collection 74 10 13.50  
HTB/BLK Hightrack brochure 6 100 24.00
SB/BLK Sign brochure 6 100 24.00
PD/BLK Poster Displays 4 100 24.00
DB/BLK Digital Brochure 12 10 12.50

Brochures

Item Code: Size: Price £:

SC/S Small 110.25
SC/L Large 250.10
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Component measurements

AC 26 W=19; H=11.5
ACD 26 W=28; H=9.5
ACL 26 W=28; H=9.5
C2 18 2m cable; top fitting Ø=16
C2A4F •• 19 Top fitting Ø=18; floor fitting Ø=15
C2CW-15 •• 19 Wall brackets Ø=38; 40mm from wall

to back cable; floor fitting Ø=16
C2CW-30 •• 19 Wall brackets Ø=38; 40mm from wall

to back cable; floor fitting Ø=16
C2WF-15 •• 19 Wall brackets Ø=38; 40mm from wall

to back cable; floor fitting Ø=15
C2WF-30 •• 19 Wall brackets Ø=38; 40mm from wall

to back cable; floor fitting Ø=15
C2WW-15 •• 19 Wall brackets Ø=38; 40mm from wall

to back cable
C2WW-30 •• 19 Wall brackets Ø=38; 40mm from wall

to back cable
CA4 • 17 4m cable; top fitting Ø=16; bottom

fitting Ø=15
CA4-3 • 24 Top fitting Ø=16; bottom fitting Ø=15
CAA •• 17 4m cable; fittings Ø=38
CAF •• 17 4m cable; top bracket Ø=38; 

floor fitting Ø=15
CAT • 18 Weight 100H x 30Ø; weighs 0.55kg
CCT • 18 Weight 100H x 30Ø; weighs 0.55kg
CCW • 17 3m cable; top fitting Ø=16; projects

40 from wall
CD-4 • 18, 24 W=5; Ø=25
CD-10 • 37 W=5; Ø=25
CG01 • 20 L=20; Ø=16
CG01-3 •• 24, 31 L=21; Ø=16
CG02 • 20 L=32; Ø=16
CG03 • 20 L=15; Ø=10
CG03-3 • 31 L=15; Ø=10
CG04 • 20 L=22; Ø=10
CG04-3 • 31 L=22; Ø=10
CG06 • 22 L=20; Ø=16
CG07 • 22 L=32; Ø=16
CG08 • 20 L=31; Ø=21; 8.5mm Ø hole required

15mm from edge of panel
CG09 • 20 L=22; Ø=16
CG11 •• 20, 22 L=27; Ø=16
CG11-3 ••• 25, 31 L=28; Ø=16
CG12 •• 20 L=30; Ø=18
CG12-3 ••• 24, 31 L=31; Ø=18
CG13 •• 20, 22 L=27; Ø=18
CG13-3 ••• 25, 31 L=28; Ø=18
CG14 • 20 L=20; Ø=20.5
CG14-3 •• 24, 31 L=21; Ø=20.5
CG15 • 22 L=20; Ø=20.5
CG15-3 •• 25, 32 L=20.5; Ø=21
CG21 •• 20, 22 L=46; Ø=16
CG21-3 ••• 25, 31 L=46; Ø=16
CG22 •• 20 L=52; Ø=18
CG22-3 ••• 24, 31 L=52; Ø=18
CG23 •• 20, 22 L=46; Ø=18
CG23-3 ••• 25, 31 L=46; Ø=18
CH01 • 21 L=16; Ø=16
CH01-3 • 25, 32 L=17; Ø=16
CH02 • 21 L=24; Ø=16
CH02-3 • 25, 32 L=24; Ø=16
CQQ • 18, 26, 62   2m Cable; 

top and bottom fitting Ø=16
CS01 • 22 D=11; Ø=16
CS01-3 • 25, 32 D=11; Ø=16
CS03 •• 21, 47 L=14; Int Ø=12; Int D=6; Ø=16
CS03-3 •• 25, 32, 47   L=15; Int Ø=12; Int D=6; Ø=16
CS04 •• 21, 47 L=20; Int Ø=12; Int D=6; Ø=16
CS05 •• 23 L=14; Ø=16
CS05-3 •• 32 L=15; Ø=16
CS06 •• 23 L=20; Ø=16
CS07 •• 23 L=28; Ø=16
CS08 •• 59 L=12; Ø=12
CS08-3 •• 59 L=16; Ø=16
CS09 • 23 L=17; Ø=16
CS11 •• 22 L=36; Ø=18
CS11-3 ••• 25, 32 L=37; Ø=18
CS12 • 21 H=28; D=14.6; Ø=16

CS12-3 •• 32 H=27; D=26; Ø=16
CS13 •• 21 L=21.5; Ø=16
CS13-3 •• 24, 31 L=23.5; Ø=16
CS21 •• 22 L=64; Ø=16
CS21-3 •• 25, 32 L=64; Ø=16
CS22 • 21 H=28; D=21.2; Ø=16
CS23 •• 21 L=35; Ø=16
CS23-3 •• 24, 31 L=37; Ø=16
CWF • 17 3m cable; projects 40 from wall;

floor fitting Ø=15
CWW • 17 3m cable; projects 40 from wall;

fitting plate Ø=38
HDS 18, 37 D=15; Ø=50
HR10-3 • 31 L=790; Ø=10
KC2-CG05 •• 18 Top fitting Ø=16; support Ø=23
KC2-CG05-10 •• 18 Top fitting Ø=16;
KMDB/SI • 26 H=350; D=350; cables/rods

project 40mm & 340mm from
wall

KMSB-25/SI 26 H=30; Ø=35; 
cable fitting 25mm from wall

KMSB/SI 26 H=60; Ø=60; 
cable fitting 50mm from wall

KMSB-100/SI 26 H=110; Ø=110; cable fitting
100mm from wall

P01 15 Ø=38
P01-PC01 18, 24, 37      H=15; Ø=38
P02    21, 25, 32, 33, 35, 39     Ø=12; D=6
P08 • 15, 22, 25, 32, 36, 39     H=8; Ø=16
PC01/I 26, 59 L=12; Ø=16 
PC31 14 L=18
PR01-I 26, 59 L=12; Ø=16
R1000-10 37 L=1000; Ø=10
R1000P      23, 33 L=1000; Ø=6
R1500 33 L=1500; Ø=6
R1500-10 37 L=1500; Ø=10
R500 33 L=500; Ø=6
R500-10 37 L=500; Ø=10
R500P         23, 33 L=500; Ø=6
RAAS •• 33 Top fitting Ø=15; 

bottom fitting Ø=18
RAS • 33 Top & bottom fitting Ø=18
RAS-10 37 Top fitting Ø=20; 

Bottom fitting Ø=22
RB1 30 1m rod; top fitting Ø=16
RB2 30 2m rod; top fitting Ø=16
RB3 30 3m rod; top fitting Ø=16
RBCF3 30 3m rod; top fitting Ø=16; 

bottom fitting Ø=15
RBT1 30 1m rod; top fitting Ø=16
RBT2 30 2m rod; top fitting Ø=16
RBT3 30 3m rod; top fitting Ø=16
RBTF3 30 3m rod; top fitting Ø=16; 

bottom fitting Ø=15
RC10-6 • 37 L=25; Ø=10
REC • 23, 33 L=16; Ø=12
REC-10       31, 37 L=15; Ø=10
REC-P/BL 23, 33 L=17; Ø=8.5
RG01 • 34 L=25; Ø=16
RG01-10 •• 38 L=29; Ø=18
RG02 • 34 L=36; Ø=16
RG02-10 •• 38 L=40; Ø=18
RG05 •• 35 L=16; Ø=16
RG06 • 36 L=25; Ø=16
RG06-10 •• 39 L=29; Ø=18
RG07 • 36 L=36; Ø=16
RG07-10 •• 39 L=40; Ø=18
RG11 •• 34, 36 L=30; Ø=16
RG11-10 ••• 38 L=34; Ø=18
RG12 •• 34 L=33; Ø=18
RG12-10 ••• 38 L=37; Ø=18
RG13 •• 34, 36 L=30; Ø=18
RG13-10 ••• 38 L=34; Ø=18
RG14-10 •• 38 L=29; Ø=20.5
RG21 •• 34, 36 L=46; Ø=16
RG21-10 ••• 38 L=68; Ø=16
RG22 •• 34 L=52; Ø=18
RG22-10 ••• 38 L=56; Ø=18

RG23 •• 34, 36 L=46; Ø=18
RG23-10 ••• 38 L=50; Ø=18
RGN01 • 34 L=25; Ø=16
RH01 • 35 L=19; Ø=16
RH01-10 • 38 L=23; Ø=18
RH02 • 35 L=24; Ø=16
RH02-10 • 38 L=28; Ø=18
RP • 33 Ø=18
RPA •• 33 Ø=15
RR01 •• 36 L=31; Ø=16
RR01-10 •• 39 L=40; Ø=18
RR01-3/10 ••• 32 L=33; Ø=18
RR01-3/6 ••• 32 L=29; Ø=16
RR01-6/10 •• 39 L=56; Ø=18
RS 33 Ø=18
RS01 • 35 D=11; Ø=16
RS03 •• 33, 35, 47   L=17.5; 

Int Ø=12; 
Int D=6; Ø=16

RS03-10 •• 39, 47 L=22; Ø=18
RS04 •• 35, 47 L=21; Int Ø=12; 

Int D=6; Ø=16
RS04-10 •• 39, 47 L=26; Ø=18
RS05 •• 36 L=17; Ø=16
RS05-10 •• 39 L=22; Ø=18
RS06 •• 36 L=20; Ø=16
RS06-10 •• 39 L=26; Ø=18
RS08 •• 59 L=18; Ø=16
RS-10 37 L=22; Ø=20
RS11 •• 36 L=39; Ø=16
RS11-10 •• 39 L=43; Ø=18
RS12 • 35 H=28; D=18.1;

Ø=16
RS12-10 •• 38 L=20; Ø=18
RS13 •• 34 L=25; Ø=16
RS13-10 • 38 L=30; Ø=18
RS21 •• 36 L=64; Ø=16
RS21-10 •• 39 L=68; Ø=18
RS22 •• 35 L=30; D=24.2;

Ø=16
RS23 •• 34 L=38; Ø=16
RS23-10 • 38 L=38; Ø=18
RSA • 33 Ø=15
WM01 •• 15 L=30
WM02 •• 15 L=30
WM03 • 15 L=16
WM04 • 15 L=16
WM05 • 13 L=14; Ø=16
WM05-13 • 13 L=25; Ø=16
WM05L-20 • 13 L=40; Ø=16
WM06 15 L=19; Ø=16
WM07 • 15 L=28; Ø=16
WM08 • 13 L=32; Ø=16
WM09 •• 14 L=31; Ø=16
WM10 • 15 L=39; Ø=16; 

24mm from wall
WM11 •• 33 L=31; Ø=16
WM11-10 •• 37 L=36; Ø=18
WM11L-10 •• 37 L=59; Ø=18
WM12 • 13 L=20; Ø=12
WM15 • 13 L=25; Ø=25
WM16 • 13 L=50; Ø=25
WM17 • 13 L=75; Ø=25
WM18 • 13 L=25; Ø=16
WM19 13 Ø=16
WM20 • 14 Ø=25; D=5.5
WMS-2 14 D=2
WMS-3 14 D=3

All measurements are in millimetres unless stated   L=Length   W=Width   H=Height   Ø=Diameter   D=Depth   Int=Internal
Guarantee All metal components have a lifetime guarantee.  All other products excluding lamps and fuses are covered under a 12 month warranty.

Item    Allen Page Dimensions:
code: key: No.

ALLEN KEYS:
To see which allen key each component requires,
check the colour code in the list above against the
grid below:
AK1.5 1.5mm  •
AK2.0 2.0mm  •
AK2.5 2.5mm  •
AK3.0 3.0mm  •
AK4.0 4.0mm  •
AK5.0 5.0mm  •
AK6.0 6.0mm  •

Item    Allen Page Dimensions:
code: key: No.

Item    Allen Page Dimensions:
code: key: No.
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